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LEBRERO

OFFICE AND CENTRAL FACTORY
COMOPLESA - LEBRERO, S.A.

Avda. Alcalde Caballero, n° 32 ¢ Pol. Industrial «<El Pilar»

50014 Zaragoza (Spain)

E/P.O. Box 402 * Tel (+34) 976 464 300 * Fax (+34) 976 464 301
http://www.lebrero.com ¢ E-mail: info@lebrero.com

The machines illustrated may show optional equipment which can be supplied at additional cost.
Specifications may change without notice.



EASY TO HANDLE, STRONG

AND ECONOMICAL

ROBUST, ECONOMICAL AND SAFE

The PV2 walk behind roller has been
developed by LEBRERO to carry out repair and
maintenance work both on soil and on asphalt.

The experience of LEBRERO in this field
has enabled it to manufacture an equipment with a
robust, economical and safe design according to
the needs of the end users and rental companies.

THE ADVANTAGES OF A GREAT
EQUIPMENT

The Hatz one-cylinder diesel engine has a
manual starter with a safety anti-return crank and,
optionally electrical starter with battery.

The heavy-duty hydrostatic transmission
drive makes it smooth to handle, it has a speed
control with infinite positions in both driving
directions, with a deadman protection in reverse.

The sprinkling system is standard and it
has a big water tank, made of plastic, which makes
it totally self-contained.

Each drum has two scrapers, which,
together with the slightly chamfered edges, provide
an optimum finish on asphalt.

One single lifting point makes the loading
and unloading of the equipment easier.

A mechanical brake guarantees that the
roller can be parked even on the steepest slopes.

The lance is adjustably in height and can
be folded during transportation. It has a convenient
control system providing easy and smooth operation.

Masse
Total
Load

Dimensions
Maximum

Drum

Compaction
Classification

Water

Propulsion
Engine

Fuel
Drive

Brakes

UNE 115-434 kg (Ib)

Drum aisled kg (Ib)

Static lineal kg/em (Ibfin)

Length (transport) mm (in)

Length (working) mm (in)

Width mm (in)

Height (transport) mm (in)

Height (working) mm (in)

Distance between shafts  mm (in)

Diameter mm (in)

Width mm (in)

Thickness mm (in)

UNE 115-435

Vibration

Nominal amplitude mm (in)

Centrifugal force daN (Ib)

Frequency Hz (r/min)

Capacity L

Make

Model

Ne° cylinders

Cooling

Power kW
v
HP

Revolutions r/min

Starting

Tank Capacity L

Type

Drive elements

Speed (forward) km/h (mph)

Speed (reverse) km/h (mph)

Slope %

Service

Emergency

Parking

PVv2 PVZ2 E

730 (1 610) 750 (1 658)
410 (904)

577 (32,32)

1203 (47)
2393 (94)
720 (28)
1837(72)
1061 (42)
550 (22)
400 (16)
650 (26)
8(031)

P2
Central at frame

031(0,01)

1098 (2 468)
46,66 (2 800)

60

HATZ
1D41S

Air
59
80
791
3000
Handle Electrical
6
Hydrostatic
Both drum
4(2,48)
2,5(1,55)
36
Hydrostatic
Dead man device

Mechanical



